TOKISTAR LIGHTING SYSTEMS |

(NOTE 1)

SPECIFICATION

Do not work on live circuits!
Excessive current will cause the LED to break.

Fixtures may have any increment of LED modules (maximum depending

on the power supply) in 60mm , 75mm, and 100mm spacing.
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6 ADJUSTABLE BRACKET

5 ELECTRICAL WIRE AWG20x2 [ Red + , Black - ]

4 END PLATE PC Surface Treatment : Matte Black

3 TOP COVER AL Surface Treatment : Black Anodized Aluminium

2 EXTRUDED FIXTURE AL Surface Treatment : Black Anodized Aluminium
B Angle: SP (40° x15°) , 15°

1 LENS o s 1

LED Color Temperature : ,2700K, 3000K, 4000K

Custom : 2200K , 3500K, 5000K

No. &L Parts

#¥# Material

52 Memo

o

Current 700mA (NOTE 2)
Maximum number of LED will be depending on the
Power 2. 1W/ LED module power supply to be used.
(NOTE 3)
- 200 _. no. of LED x Pitch  (NOTE 2)

MOUNTING BRACKET
(SIDE INSTALLATION)
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MOUNTING BRACKET DIMENSION
SCALE 1 : 1
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MOUNTING BRACKET (SIDE INSTALLATION)
PIVOTING RANGE

MOUNTING BRACKET PIVOTING RANGE

Note : Lutron Eco-System Driver Recommended
Maximum no of LED : 15pcs

Date At 2015.10. 15

Draft &  J. Evangelista

Check #& T. Hirai

hoprove %22 C. Ishibiki @6

Scale R 2:3 L;Ttle GRADIENT HB

Weight 28 xxkg/ () Product N GRHB—**—fxkxK—%x
roduc 0.

Unit B4 mm BoxS GRHB_ADJB
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