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REV DATE REVISION DESCRIPTION APPROVED |CHECKED |REVISED

<KPROHIBITION>> :

SPECIFICATIONS Don't please absolutely live line work. A lighting apparatus breaks in an instant !
CURRENT : 700mA *Another LED constant current power supply is required.
POWER . 2. 1W/LED The number of the maximun LEDs depends on a LED driver. -
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Lens pitch “P” will be three types.
60mm pitch, 75mm pitch, 100mm pitch
ﬁ B
~<—(200) —»{= L=240~2400 >
- P/p e p XD > P >
F = /// // I ) — 15 2 - L
i ‘
L N
Red: + i ‘\ \\ % JJ o
) AN —t— !
| — C b

Black: - I

—— 30—

T

7 7 | 7 !

Bracket mounting dimensions
Scalel : 1
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6 FIX BRACKET SUS
5 ELECTRIC WIRE AWG20x2 [ RED + , BLACK - ]
4 END PLATE PC Surface treatment: Matte black —
3 TOP COVER AL Surface treatment: Black almite
TREATMENT ok -
9 EXTRUDED SHAPES AL Surface treatment: Black almite e 2015/10/9 FINISH n— PRODUCT No. a1 e
LENS Light dissﬁ’tr(idf%lgting5° ) ,15° (BTO:8° ,25° ,35° ) DESIGNED T Hirai MATERIAL Fofotok TITLE Gradient HB
1 LED Color temperature: 6
2700K, 3000K, 4000K (BTO : 2200K, 3500K, 5000K) CHECKED T.|naba UNIT  mm SCALE  1:1 DRAWING NO. kokokok REV 1
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